
Cable specification
Y-com10-PUR 0.34x10
UL Style 21030
Jacket Mantel: PUR-mixture
PVC & halogen-Free
Hydrolysis- and microbe-resistant
flame-retardant and lead-free in
accordance with 2002/95/EG (RoHS).
Guidelines: CE , DESINA
Conductor:EN60228
Core insulation:PE-mixture
Bending radius: 10xd (moved)
Bending cycles:1,000.000
Operating temp: -20°c~ +80°c
Color: green(RAL7040)
Operating Voltage:300V 
Testing Voltage:500V/50Hz for 1 min (following VDE 0281-2)
Conductor Resistance: 0.34mm² <114Ω/km
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Ycomtec Y-com10C Special PUR Control cable
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Y-com10C - - Special PUR  control  cable - - - 10x0.34 - - - for  drag  chains - - - - UL  AWM  style  21030 - - - RoHs  CE  DESINA  80°c  300V
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5.2-0.2
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10 stranded tinned copper wires 17/0.16
0.34mm2 (AWG 22)
Insulation od:1.2mm
wires color:
red/black/brown/orange/white/blue/gray/yellow/violet/green

Core insulation:HDPE5900

Cable specification

Bending cycles:100.000
Bending radius: 10xd(moved)
Bending radius: 5xd(fixed)

Color: gray(RAL7040)
Operating Voltage:300V 
Testing Voltage:1500V/50Hz for 1 min
Conductor Resistance:

Operating temp: -40°c~ +80°c

0.34mm2 < 59 ?  /km
Pitch:34mm2 =60mm

Jacket Mantel: PUR
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